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(@ at 60°F | i |
1 GENERAL NOTES
(Typ. Detall “A" Expansion joint system shall be fabricated one section, except
g0 .. 18 over S0 feat. A
™~ S be raquirsd.
- 172" Beveled Curb be greund flush 16 provide a smooth surface. The
— ¥ Bont Plote wifh be fabricated and installed to the
S 772" & countersunk orown and grade oF the roadway.
5/16” Plate and socket head cap
(Typ. ) " Plan dimensions are based on fnstal lation at 6O°F. The expansion
N 0 | tas oorS\ g 7,9 sorews and anchors gap and other dimension snal| be increased or dsoredsed ___” for
Const. (See Detall “87) const €ach 10° fall or rise in temperature at instaliation
3/4" @ x B" nt— Angle Structural steel for the ex i
pansion joint system shal| be ASTM ATD9
Wl ded Shear Connector Grade 36. Anchore for the expansion joint system shall be in
P | dacoordance with Sec 1037. Preformed compression sedl expamsion joint
' T systems shal | be in aocordance with Sec 717
. [P NN PN
Fill Face of 7y 172”7 @ Machine Bolt and Nut with T EEHRE=F = Structural steel for the expansion joint system and curb plate shall
End Bent 9/16” @ hole (shop or Field drill) ] be coated with a Minimum of +wo coats of fnorganic zinc primer (5 mils
in 4OU+«IM30B. +Wm30<m bolt after 6 T 1 minimum) or galvanized in accordance with ASTM A123. Anchors need
concrets has set. [ 9/16" @ Holes at abt. PART SECTION A—A not be protected from overspray.
PART SECTION D-D | . machine bolts) Concrete shall be forced under armor angle and areund dnchors, Proper
3/4 Weldsd Shear Gonsol jdation of the conerete shall be achieved by loealized internal
Connector Sfuds (Spaced vibration.
alternately at abt. 97 ots.)
Longitudinal rejnforcing stesl shall be placed so that ends shall not
PART SECTION B-8 be flore than 17 from vértical leg of angle at the expansion joint
@ at_s0°F system.
2-Layers of 50#
o T _.v> _'m ad cone_expansion or a
betwesn plate = n-ploce w o aded inssri. | The miniman yitinate pul lout
and recess v at 60°F capacity for these anchors sha o s in /o = psi
BendZcas Sountersutk Sopkel 0] conoreté. Lead anchors will not be permitted. Holes in the barrier
3" curb for anchors shal | not be dr the conorete is at least
I i o — 7 days old-
Const. Joint Beveled Cyrb Bent Plate
Recess ourb { ! 7 R 2 e e B
to permit free Y T < { (Form flush with curb) =1
movement of plate t 0 -
( ] ) | \,.
) [ Eouiar Raga-thorems Bevel ourb bent
) coket Head Cap N
Gutter Bend Line Bevel end of Serews and Anchors piate on roodway 3]
Angle Working Poimt plate on 7 c
. Foadway face Y
ELL! ghage of Anglo Y | oo SORihe Rous
End Bent - 2-Layers 50% L Bevel ourb bent
@ x 8" Long Weldsd ~ Roofing Felt < Bevkied Curb Bent Plate [ plate fo 174"
Shear Comnector Studs betwesn plate 1757 % 127 % 150 %2
mﬁmwmﬂm% spacad 5/16" Plote and recess | ° (Form flush with curb) SECTION C-C
s N o =TT PART ELEVATION
R o W BEVELED CLR
A
Angle 3-1/2 x 3-1/2 x
L ~ Al S|
Ab /16 x &7 long o s L P mwo_mmqwmurqu: TABLE OF TRANSVERSE BRIDGE SEAL DIMENSIONS
@ Mochine bolt ot obout <5 PART ELEVATION OF -
ots. with hardwood spacer & BARRIER CURB Seal Raquired
oK. “Cut maghine bol+ ¥Tush ¢/ o Gifarm| @ 6] Veenge
with angies after concrete
178" x 172" Bar IniigaT Boyr Nge token 2.5" | 1-5/8" |Manufacturer s Recommendsd 0.5”
S @ at 60°F 3.0" | 1-1/8" |Manufacturer’s Recommended
3.5” 2-1/4" |Manufasturer's Recommended
e \\\x\mma, 4.0” | 2-5/8” |Manufacturer's Recommended
4.5" 2-3/4" |Manufacturer's Resommended
PART PLAN f % 5.0" | 2-71/8" |Manufacturer’s Recommended Height
g PSos
2 5SS ® Note: Depth of seal shall not be less than width of sea
RS 5/16” Plate 2 MANE
3 Angle 3-1/2 x 3-1/2 x S Sizg of arfor angle: Vertical leg of angle shall be a minimum
5/16 x 6" Tong of @ + 3/47. Horizontal Ieg of angle shall be a minimum of 3”.
37 Y (Typ) MinTmum thickness of anglé shall be 1/2”.
. . € 9/16” x 1" Slotted L= e
174" x 1/2" Bar

(Typ. )
Detailed
Cheoked

DETAIL

€ 9/16” @ Holes
for 172" @ N
machine bolts

upn

DETAILS OF PREFORMED COMPRESSION JOINT SEAL AT END BENT NO.

Note:

DETAIL “B”

This drawing s not to s

Holes for 1/2" @
machine bolts

ale.

Fol low dimensions.

1/4” x 1/2" Bar

Dril
at abt, 127 ofs. on roadway
face of angle (Typ.)

PART CROSS SECTION
THRU EXPANSION JOINT

Sheet No. of

@ concrete vent noles

If a seal
the movement rangs.
for the armor angles shall

size larger than that indicated on the plans is used.
the opening at 60°F and al I dimensions
be shown on the shop drawings.

Payment for furnishing, coating or galvanizing and instal
the structural steel for the expansion joint will
cofplets]y ocoversd by the contract unit price for Preformed
Compression Joint seal System.
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